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10 guage self tapping wafer head screws.
DO NOT screw into edge of KingSpan

panel, min 150mm from edge

See drawing TR-HD/96-900 for fixing detail
to KingSpan roofing panel

Asona Triton 50 HD/96 acoustic ceiling panel
with Sonatex 2 ply composite facing (white)
NRC 1.00 and acoustic tissue backing.  NRC
1.00 double sided.

See drawing TR-HD/96-901 for Asona
Triton 50 HD/96 acoustic ceiling panel
joining options

Cross Sectional view

Plan view

30x30x0.55 galvanised steel angle
fixed with 10 guage self tapping wafer
head screw

fixings min 150mm from
Kingspan panel edge

Wafer head screws mid span, max
1500mm

Rangiora Library Panel Plan

TR-HD/96-903
002

A4 @ 1:20

Asona Triton 50 HD/96
Acoustic Panel, double sided
acoustic tissue.

Asona Triton 50 HD/96
acoustic ceiling panel with
320 gsm Sonatex 2 ply
composite facing (white) and
100 gsm acoustic backing
tissue. NRC 1.00 double
sided, 5.4 kg/m2.  Triton 50
HD/96 panels availalable in
various sizes:
2400mm x 600 x 50mm
2500mm x 600 x 50mm
3000mm x 600 x 50mm


